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UHF OR UHF FM TRANSCEIVER UR-2006 U/V
- =

TECHNICAL SPECIFICATIONS STANDARD ACCESSORIES
VHF: 136-174/245-246MHz
Frequency range
UHF: 400-470/450-520MHz d ‘ ;
Channel Capacity 128(200) o ’
Channel Spacing 25/12.5KHz
Maximum Deviation +5KHZ to 26KHz +2.5KHz to 12.5KHz

Frequency Stability +2.0ppm
Operating Voltage 7.4V
Operating Temperature -30C~+60C Adjacent Channel Power  70dB/60dB
Standby Current SOmA Audio Distortion <5%
Antenna Impedance 500 Receiver
106x63x39(mm) Sensitivity(12dB SINAD) 025V
Dimension(LxWxH) (without antenna & battery L 4 L)
Selectivity 60dB
Weight(with antenna & battery) 2659 Intermodulation 60dB
Transmitter Spurious Response Rejection|  65dB/70dB
RF Power Output VHFSWAW  UHF:AWAW Audio Power Output 500mW.
Modulation 16KGF3E/11KDFIE Audio Distortion <3%(0.5W)
FM Noise 4048
OPTIONAL ACCESSORIES
3 Li-ion Battes e chbis -
Thin Antenna “ SOOmAh)ry Adapter 100
VR-8090
Wirecone Cable  "AA” BatteryPack X Car charger KPG-22
gl Ear-bone Headset o Programming Cable
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